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Remove the temple Insert a MINUS screw driver in slit.
Push downwards and unlock 
mechanism.

Remove the side hinge and take out 
the spring.

Assemble the hingeTake new mechanism. 
Insert locking device with 
slit upwards.

Push mechanism with MINUS 
screw driver. Only after clicking 
the mechanism is inserted!

DISASSEMBLING: ONLY POSSIBLE  IF FLEXUNO HAS LOCKIN G DEVICE

RE-ASSEMBLING WITH NEW MECHANISM

Stable 3-piece construction

No rocking with U-shaped mechanism made 
from stainless steel

Easy adjustment thanks to 
superior inclination

Safety with conical         screw system (T3)

75% of recycled nickel silver 
chips are used in the 
production of new cases 



2.7 mm 3.0 mm 4.3 mm

Art No
Technical data

60-04062 / 73-X4062 60-04063 / 73-X4063 60-04064 / 73-X4064

Material case nickel silver nickel silver nickel silver

Delivery status
for soldering

for welding 

case & mechanism parts separate
pre-assembled

Matching parts

Front hinges 180° for 
soldering

52-05069 52-05067 52-05064

Front hinges 90° for 
soldering

- 52-04263 52-04264

Front hinges for welding 52-04062 52-04063 52-04064

Front hinges for plastic 
frames  90°

33-05062
33-04162 off center

33-05363
33-04163 off center

33-04067
33-02363

33-05164
33-04164 off center

33-02364

Front hinges for plastic 
frames 180°

33-04062 33-04063 33-04064

Step hinges for soldering 52-05462

52-05363

52-05463

52-05563

52-05164

52-05264

Screws

99-01730
99-02016
99-04724

99-02016.800
self aligning for break off

99-01814
99-02524
99-04814
99-02524.800
self aligning for break off

99-01816
99-02503
99-04816
99-02591
99-02503.800
self aligning for break off

0°/ 6° inclination
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